D216 Temperature sensor

Range: -30 – 150 degrees C

Accuracy: + / - 1 degree C

Wiring: 
Red -
signal



White - ground

	Temp
	ohms

	-30
	53100

	-20
	29121

	-10
	16599

	0
	9795

	10
	5970

	20
	3747

	25
	3000

	30
	2417

	40
	1598

	50
	1081

	60
	746.4

	70
	525.6

	80
	376.5

	90
	274.6

	100
	203.5

	110
	153.1

	120
	116.8

	130
	90.3

	140
	70.6

	150
	55.8


Calibration for Oil Temp sensor into MoTeC M800

Assign Oil temp to be AT3


SENSOR SETUP – CHANNEL ASSIGNMENTS – ENGINE – OIL TEMP = -3

Give it a custom calibration


SENSOR SETUP – SENSOR CALIBRATION – OIL TEMP = -1

Copy values below, note values followed by * are not correct, but you’ll have engine problems if running at these temps so it’ll OK.

Remember to record this


DATA LOGGING SETUP – ENGINE SENSORS – OIL TEMP = 10

	Temperature
	
	ADC

	-50
	*
	997

	-40
	*
	996

	-30
	
	995

	-20
	
	981

	-10
	
	957

	0
	
	921

	10
	
	870

	20
	
	802

	30
	
	719

	40
	
	626

	50
	
	529

	60
	
	436

	70
	
	352

	80
	
	279

	90
	
	220

	100
	
	173

	110
	
	136

	120
	
	107

	130
	
	85

	140
	
	67

	150
	
	54

	160
	*
	5

	170
	*
	4

	180
	*
	3

	190
	*
	2

	200
	*
	1




