Dataspares D226 and D227 0-7 bar Pressure Sensor


Wire colours




Output 
White or yellow 
signal


0 bar 

= 0.5 volts
Red


12 volts

7 bar 

= 4.5 volts (linear)
Black or blue
0 volts

Please note: AiM wiring harnesses, MXL Pista and EVO3 – not all channels have a 12 volt supply wired to them! Generally channels 5, 6, 7 and 8 have a 12 volt supply so connect your pressure sensor to one of these.
Calibration for AIM Race Studio 2

Select your logger type from the buttons at the side

Logger Manager

General Window
Select the configuration you want
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Configuration commands

New Clore

Configuration name. Logger neme

EVO3 - 8 channels

Display name.

evitest 2Mb None.

Speed | Temp| Pres [ Display

kmh T bar
kmh T bar

Nore
Nore

Avalable tine
21324 (hms)

Ceated.

Febiuay 04, 2003
Februay 04, 2003

B

Tota requency
131 (H)





Channels Window

Select any channel that is free (suggest 5,6 7, or 8 as per wiring note above )
Give it a name (e.g. fuel pressure)

Sampling rate 10Hz (recommended)

Click on Customise Sensor
Customise Sensor Window


X
(mV)
Y


1
500
0


2
4500
7

Compute Curve

Sensor Name 
Dataspares 7 bar (recommended)

Sensor Unit
bar

Sensor Type
other type
Save Sensor (the sensor should now appear in the box above)
Exit
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Channels Window

Select Dataspares 0-7bar from the pull down menu

Upper boundary 7 (recommended)
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Gyro

(Generi Inear 0-5

(Generic Inear 0-500 m

(Generi Inear 0-50 i

151 0-100 psi sensor

M5 0-150 psi sensor

[SEAT Brake Pressure

[SEAT Engne Pressure

SEAT wiater Temperature

Temp teber ATS 04 (1200 Oh)

0 pressure Nagano Kit10

Pressure sensor

Configuration nare

Data logger type

[Dataspares o-100bar
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test
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Nore
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